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OFTICAL AND ELECTRICAL INVESTIGATIONS INTO
CATHODE IGNITION AND DICDE CLOSURE

JJ Coogan, E.A. Rose, and R.P. Shuner

Los Alamos Nauonal Laboratory
Pulsed Power Systems Group, MS ES525
Los Alamos, NM 87545

Abstracy

A combination of optical and electrical diagnostics has been
fielded on the Elecoron Beamn Test Facility 10 study ignition and clo-
surc in large area elecron beam diades. A fourchannel framing
camera is used 10 observe the formation of microplasmas on the sur-
face of the cathode anc the subsequent movement of these plasmas
toward the anode. Addiuonally, a perveance model is used to
extract injurmation about this plasma from voltage and current pro-
files. Results from the two diagnostics are compared. Closure
velocity measurements are presenied showing little dependance on
apphed magnetc fickl for both velvet and carbon felt emitters. We
also report the first observation of the screening effect in large area
cold cathade diodes.

[ntroduction

The temporal behavior of high-power diades 1s closely related
to the impedance collapse caused by the imovement of the cathade
and/or anade plasraas. This impedance collapse can be especially
problematic when a constart power elecuon beamn is required. This
1s the case for the very large area (square meters) dindes used 1o
pump the amplifiers within the Aurora KrF laser system [1). The
¢lecron beam technology devclopment program at Los Alamos ua-
hizes the Electron Beam Test Facility [2) (EGTF) 10 study diode
physics in an attempt to better understand the basic phenomenology
of igmuon and closure. A combination of optical and electrical diag-
nostics has been fielded in a study of the formation and expansion of
cathade plasmas.

In the standard model { 3], microscopic surface features, or
whiskers, on the cathode enhance the applied electric field and a
stable ficld cnussion 1s imbaied. The resulting currents quickly heat
the whiskers through ohmic heating and the whisker tips explode.
The incividual microplasmas thus formed then expand and merge,
creating a sheath that coveny the entire surface of the cathade. The
low wark function of the plasma a'lows for efficient emission of
¢lections into the gap between the anode and cathode. The wial cur-
rent 1s then linuted by space charge effects,

‘The expansion of the cathade plasma does not stop once it has
covered the emitting surface. The surface of the plasina convnues o
move out from the cathode wward the anode. This results in a col-
lapse of the diode impedance as the efTective electrxde gap is
reduwed. Eventually the plasma front reaches the anode, shorung
the dicde, and no more puwer can be extracted. In large-ares
dindes, a magnetic field 1s often applied o counteract the pinching of
the electrun bean caused by 1ts own magnetic field. Self- and
aprhed fields add vectonally and the elecrons follow the resuluant
field hines.

The perveance rixndel of Parker [4] can be used to calculate
the effective inter electnxde gap throughout the discharge  The tead
current, |, flowing across a space charge hinnted diode 18 given by
the famiiar (hild Langmuir equations:

I-PUY2 and I’ - (k * A)M/ID? (n

whete 1" s the perveance, U the voliage actoss the dicxde, [) the
etlecuve gap. A the cathode ermtung area and k- 2 V »

105 ampyvolt V2 Using measured voltage and current values,
these equations Can be solved for 100 The gap changes with nime
and i imnleted as (d,, V0 where dg 18 the iminal distance between
the anente and cathoade surfaces amd V1 the expanyion velooy of
the cathade plasma, called the cote velovily

Calculations have been performed at Los Alamos on both the
Elecron Gun Test Facility (EGTF) and Large Aperture Module
(L AM) (5] and by others clsewhere. Typical values for V. range
from | to 6 cm/us. These measurements have demonstrated that V.
remains fairly constant throughout the discharge.

For e-beam machines with a pulse width greater than 250-ns
closure effects are significant. For a reasonable maich to the pulse-
power driving circuiry, anode-cathode gaps typically range {rom 3
to 10cm This places an absolute upper limit on the useful extrac-
tion time for any electron beam of around § ps. In practice, this
limit is rarely approached as the impedance of the diode rapidly col-
lapses because the effective gap decreases. This introduces severe
stress, not only on the pulse-power system itself but also on the
design of any suppor structures near the beam, such as the vacuum
bamier between the diode and whatever target is being excited. The
impedance collapse also forces either a substantial increase in current
and/or dectease in voluge of the electron beam, which reduces the
usefulness of the system. Closure rates have litle effect on the per-
(ormance of short pulse systems, but ignition delays and uniformity
limit the efficacy of these devices because the ignition ume is a sub-
stantial fraction of total pulse length and localized hot spots can be
formed.

Experimenial Sctup

The EGTF produces a 400-ke V electron beam with a pulse
length of 0.2 10 2 ps. Current densities of 75 A/cm2 can be pro-
duced from an emirting surface of around 200 cm?2. A wpped water
resistor voltage divider and Rogowski coil are used 10 measure 1
bushing voltage and diode current. Voluge and current probe sig-
nals are digitized at a rte of 100 MHz and are processed using
ASYST dats icquisition software. Corrections are made for bush-
ing inductance on the voltage waveform 1o better approximate the
true cathode potential. kogowski signals can be direcdy observed
or integrated.

Two cathude goometries have been studied. A Chang prufile
[6] produces little unwanted edge emission but complicates both op-
tical measurements and electrical madeling due 10 its curved shape.
A planar eminter, of simlar size, simplifies data analysis but is more
susceptible to edge effects. Figure | shows the results of field cal-
culations for both geometries performed with 2 Sun™ stauon and
FLUX2D softwaie. Radiachromic inuages of beam profiles show
that careful assembly results in litle or no halo effect using the pla-
nar emitter. Both velvet and carbon felt emitters have been installed
on each of the cathades.

Chang Profile Planar

g 1 Resuliv ol FLUX2D musdeling of plansr il Chang protile cath
wdey The length of the arrows corresgaud i the sirtace field sivngih



The fourchannel framing camera was manufactured by
EG&G is interfaced with a Stanford Research DGS35 digial
delay/pulse gencrator. Each channel is essentally a separate camera
and the shutier time (S - 100 ns), gain (up to 1000x), and trigger
delay (0 ns - 0.99 s) can be set independendy. The expenmental
setup 15 shown in Fig. 2. Viewpons allow both side and [ront
views of the cathade emitter. From the side, photographs show the
expansion of a luminous plasma sheei from the cathode toward the
anade. The time delays between exposures allow a straightforward
calculation of the expansion velocity of the luminous front. The
front view chows the spatial distribution of emining sites oa the sur-
face of the cathode.

2\

Angde
Framing
I Camers

C Cathode )

acuumy

-

lig 2 Schematic showing arrangement of Jiode and diagnostics.
Viewports allow framing camera photographs to be taken with side or
front views of cathode.

Results

The perveance muxdel of Parker can generate very useful inea-
surements of the plasma motion within the diode and. if properly
applied, the dynamics of ¢-bcam transport. However, the rwo
effects are difficult to decouple. Beam transpon phenomenon such
as e.nitance and beam pinching can be misinterpreted as simple clo-
sure effects [t must be remnembered that in I%5. (1) not only do the
voltage. current, and gap change with ime but also the emitting
area. For thiy reason we refer to the calculated gap as uw effective
gap

Sutface contaimunauon can als) affect measurements of clo-
sure velocaty. Vacuum oil, grease, and any other substance on the
surface of the cathade will be vaporized and produce additional
plasma  The closure velicities measured just after reassembly are
much larger than thuse on later shots. See Fig. 3. The impunues
produce a substanual increase in closure velocities fur all the cathode
matenals used
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Closure velocity calculations using the perveance model
descnbed above are consistent with earlier measurements when
madest B-fields are apphed [7.8]. Yet recent data, shown in
Fig. 4, using both profiled and planar eminers show lite if any
dependance of applied B-field on closure velocities. The very low
closure velocities reporied in (8] for profiled ermtters, with applied
ficlds less than 1 kG, are not seen here. It is possible that beam
transpon effects are responsible for the lower values reporied previ-
ously,
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Fig. 4. Plots showing closure velocities as a funcuon of icd B-feld
and cathode shape (a) planar cathode (b) Chang profile ¢ .

Addidonal insight can be gained by companng the predicted
gap assuming an ideal emitter with that calculated from measured
volage and current waveforms. When the effective gap and a gap
calculated assuming a uniform plasma covering the entire cathade
and moving with a constant closure velocity are compared {9), the
itial period of large effective gap is interpreted as the time reguired
for the microplasmas w form a sheath over the cathade. This s
referred to as the ignition time. Figure 5 compares the calculated
efMective gap for a Chang prufile cathode with oo applied B-field to
the idealized IX1). The ignition time is around 100 ns. The diver-
gence of the twu lines near 11460 ns, not seen when a guide field 15
applied, is consistent with the onset of beam pinching. Although the
plasma continues to expand towand the anode, the electrun flow is
constrained to a smaller cross-sectional area. ‘The redinction in A i
Eq (1) results in an overestimation of the gap. In this work, the
closure velocity is denved from a linear fit to the data pouis before
the efTects of beam pinch are ohserved.

More subtle efTects of plasma expansion and/or beam uans-
(xxt have boen observed with velvet emitters Twu types of velvet,
one a loose kit the other very dense, were tested  The resulting
elfective gaps are shownn Fig 6 Although the closure ates of
these dicades are similar, the intercepts are sigmificantly ditferem
l‘ot the denwe weave the effective gup extiarlates hack o the
expeuled value, d,, The open weave yields a smaller intereept Cne
possible explanation is suggested by theoreucal snudies [10) show
ing that surface roughness has a substanual effect on beam enut
tance  The coarver surface of the open weave may result in a lager
cifective contting suiface, which would allow mwsre cuttent o tlow
An increase in emitting area of only 'K would account tor the
addinonal curremt
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Fig. 5. Plot showing the calculated efTective gap using a Chang profile
cathode with no applied field. The efTect of beam pinching can be
observed.
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Fig 6 Plot showing elfect of surface structure on effecuve gap lor two
types of velvet.

Photographs obtained with a 40-ns framing speed are shown
in Fig. 7. The view is from the side with the cathade below and the
anade above. Closure velocities are obtained by measuring the
width of the luminous bands at several time delays. A sumnary of
the daia obtained using both optical and electrical diagnostics is
shown in Fig. 8.

Opucal measurements yield overall closure velocities lower
than clectncal measurements. In this work agreement was observed
caaly in the pulse between optical and electneal measurements as has
been seen in short pulse systems (4). The divergence, at later times,
hetween opucal and electneal closure rates can be explained in sev-
eral ways. First, if the plasima expanded so that its density near the
emutng surface was much luwer than that near the cathode, the flu-
orescence iniensity could be below the capabilities of the camera.
Secondly. the plauna species present near the emitting surface may
be different than those ncar the cathode and their fluorescence may
not be within the spectral range of the camera. In sluminum mulu-
cathode -spot vacuum arcs, differences in the population of first and
vecond lomzation levels have been observed o change as a function
of distance from the cattuxde [11). And thindly, the plasma expan-
sion rate could change with ume  Muore accurate and sensitive tech-
myuey, such as Planar Laser Induced Flaorescence [12] (PLIEF),
should be able to resolve these uncenainties.

Photographs of the front surface of the cathide are shown in
Fig 9 he number of spots is obseived to increase, and thus the
current pet st decrease, as the applied B tield v increased  Thiv i
consivient with the wreenming etfect [ 3,11 observed in cyhindncal,
magnetdlly invlaird dunes  In these systems, o was demmon.
strated that the space chatge onginanng from an enission site
decreased the elecne field at the neatby cathoede surfaee, retanfing
the formanon of new emission sites Ry can be caloulated uang a
simple non telauvisne nesdel (1)
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Fig. 7. Photographs of cathode plasma using a velvet emitter. The view 1s
(rom the side, the shutter ume 40 ns and the anode above the cathode
Delays of (2) 200 ns, (b) 600 ns. The several small spots in b are arcy
near the cathode surmound.
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Iig. 8 Comparison of closure rates, calculated using measured clectncal
wavelorms and time resolved photogiaphy.

where 1 15 the current per emission site. The theory also predicted
that as a guide magneuc field is applied there would be a decrease in
the screening radius, R,, as the gytoradii of emitted electrons are
constrained by the B-field. The effect is reduced as the gyroradius
appruaches V t, and 15 therefore most pronounced at low magnetic
fields.

Photographs of velve, eminery confirm this prediction on
broad arca cathades  As the B field is increased the spot density on
the cathade sutface 18 icreased. Figure 10 shows & plot of the
range of current/spot as a function of B-field duning the firse WX ny
of the pulse.

‘The number of cathuxde spaxts ubserved on the EGTE closely
fullows the current as shown in Fig. 1. The solid points corte-
spoml 1o the expected current given a constant value of
10 ampy/spot. For 1= 10amps, V - W60 kV, d, - $4cm. R
1s approximately 0 6 cm  Increaving v 1o 14 ampy, Ry is increased
to () 7Tem The average spacing between emission sites in the data
recorded 10 Fig. 9 vanes ftom 09 to 0.7 cn as the B tield i
increased frlom 0 $ 104 kG The gyroradius is greater than V1
throughout the pulse st 300 and 1 A6, and equal to V1 around
175 ns at 2 kG This may eaplain the divergence of the Last ponm
i lag 11



Fig 9 Phoographs of cathade plauna using a velvet cimitter  ‘The view
1y from the [rong, the shutter bme SO ns Delays of (2) SO ns (b) 1(X)ns
(<) 150 ns, and () 150 ny (e) 150 ns (1) 780 ns on two successive
shots
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Fig. 11. Plot showing current waveform for a planar velvet cathode at an
applicd B-field of 2 kG. Solid points are the product of the numbe - of
observed emission sites and a value of 10 ampssite.
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